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Residential Backflow FAQs 

Regarding the City of Venice 

New Backflow Program 

 

Q.  Can I remove my old backflow preventer that is mounted above ground? 

A.  This would depend on the existence of an irrigation system on your property.   

*  If you have a  lawn  irrigation system that  is supplied by well water or reclaimed 

water  from  the  City,  the  existing  backflow  preventer  can  be  replaced with  a 

residential dual check (DC) valve installed below ground in a box similar to a meter 

box.   

*  If you have a lawn irrigation system that is supplied with drinking water from the 

City or an open pond or lake, the Reduced Pressure (RP) type backflow preventer 

that is mounted above ground must remain and be tested every two years. 

*  If you do not have an irrigation system of any kind or an auxiliary supply of water 

under pressure known as a system, then no backflow is required for residential 

buildings with 2” water service connections or  less and are  less than 4 floors  in 

height. 

Q.  Who would  pay  for my  old  backflow  preventer  to  be  removed  and  replaced  by  a 

residential dual check valve? 

A.  The existing backflow preventer  is  your private property and  considered part of  your 

plumbing system.    If your property no  longer requires a backflow preventer under the 

new ordinance, or  if  you qualify  for  installation of  a dual  check  valve under  the new 

ordinance, you may contact a plumbing contractor of your choice, at your expense, to 

remove or replace the backflow preventer with a dual check valve.  A plumbing permit 

from  the  City  Building  Department  will  need  to  be  obtained  prior  to  any  plumbing 

changes.    A  plumbing  permit  can  be  obtained  by  going  to  the  city’s  website  at 

venicegov.com    mailto:venicegov.com  applying  in  person  at  City  Hall,  Building 

Department, 401 West Venice Avenue, Venice, Florida, 34285.   
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Q.  If I no longer need a backflow preventer, is it necessary to have my plumbing contractor 

remove the old one? 

A.  No, but the following  issues should be considered  if you plan on  leaving the old one  in 

place.   

 The residential backflow preventer can be left in place if you desire but it will still 

need to be tested every two years.    

 Most above ground backflow preventers  installed will occasionally  leak, drip or 

spit water from underneath increasing your billable water consumption. 

 Backflow preventers will lower your water pressure. 

 Aesthetics. 

Q.  I have an existing below ground residential dual check valve on my water meter.  Who 

owns and maintains the device? 

A.  The residential dual check valve is part of your private plumbing system and needs to be 

rebuilt or replaced at your expense every 10 years as a minimum.  Changes in the new 

backflow program has expanded the use and acceptance of residential dual check valves 

and in some cases, they can replace above ground backflow preventers.   

Q.  Who enforces the 10 year rebuild or replacement of the residential dual check valve? 

A.  The City will notify water customers when it is time to rebuild or replace the residential 

dual check valve.  The 10 year clock will began this year (2015) and will be tracked in the 

City’s backflow computer database along with all the other backflow preventers.   

Q.  I have the RP type backflow preventer that  is mounted above ground.   The City has 

determined that it cannot be replaced by the below ground residential dual check valve.  

How often will it need to be tested under the new backflow program?  

A.  Residential backflow preventers that require testing include the RP and DC types.  These 

backflow preventers will require testing every two years under the new program.  Water 

customers will receive an official test notice for their backflow preventer from the City of 

Venice Utilities Department on City of Venice letterhead.  The official notices will be sent 

in sequence, based on geographic areas of the City over the next few months.  Customers 

are  encouraged  not  to  have  backflow  preventers  tested  based  on  non‐governmental 

notices like those sent from a private company or contractor. 

Q.   The City has informed me I need to install a residential dual check valve because I have 

an irrigation system.  Who pays for this backflow preventer installation?  

A.  Installations of dual  check  valves  along with  a  thermal expansion  relief  valve or  tank 

should  be  installed  by  a  licensed  plumbing  contractor  and  is  the  water  customer’s 

responsibility to  install at the customer’s expense.   The dual check valve and the relief 

valve or thermal expansion tank will remain part of your private plumbing system for you 

to maintain.   
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Q.  What do I do with my old backflow preventer once it is removed? 

A.  The old backflow preventer is your property and is recyclable.   You may dispose of it any 

way you wish. 

Q.   Is my old backflow preventer valuable? 

A.  Depending on the age of your old backflow preventer, it may have scrap or parts value. 


